Datasheet

Color Filter — CRI 1001-15

Material

Part name: Filter plate CRI 1001-15
Part no.: 1504942

Design: CRI1001-15

Substrate: Borofloat Borosilicate Glass
Thickness: 1,1 mm

Standard dimensions: 110 x 160 mm

Customs tariff number 70060090
Customize it...

Our laser processing centers offer the following customization options:

= Individual structuring, masking, article labeling

= Individual geometries & cuts

= Color gradients and individual colors

Please send us your drawing via the contact form or to Info@auer-lighting.com.
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Characteristics

Temperature stability: <400 °C

Thermal shift: <0,1%/100 K

Transmission rate: 70 %

Edge position: 443 nm +/- 2 nm — 528 +/- 2 nm (measured under 15°)
Color location Drawing data

Resulting (u” /v*)-color coordinates for a light source D65 ( AOI 0°)

v'(D65/ 10° obs.)
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Test conditions

Adherence: Tape test according to MIL-C 675 C and MIL-C-48497 A
Abrasion: Cheesecloth test according to MIL-M-13508 C and MIL-C-48497 A
Humidity: Climate chamber test according to MIL-C-48497 A

Applications
Entertainment / Stage lighting
Architecture lighting
Technical lighting
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Auer Lighting GmbH
Hildesheimer Stralle 35
37581 Bad Gandersheim

Germany

T +49 (0) 5382 701 - 0
F +49 (0) 5382 701 - 297

info@auer.lighting.com
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